
DRAWING NUMBER REV

1501 ROUTE 34 SOUTH
FARMINGDALE, NJ 07727

TITLE

MATERIAL

FSCM

FINISH:

ALL DIM'S IN: INCHES (MM)

83330

THIS DRAWING AND THE CONTENTS HEREIN ARE CONFIDENTIAL AND
THE SOLE PROPERTY OF DIALIGHT. REPRODUCTION OF THIS DRAWING

OR CONSTRUCTION OF ANY PARTS WITHIN THIS DRAWING ARE
FORBIDDEN WITHOUT THE WRITTEN CONSENT OF DIALIGHT.

.080 .005
2,03 0,12[ ]

.075
[1,91]

.075
[1,91]

.100
[2,54]

.056 .003
1,42 0,07[ ]

.280
[7,11]

.070 .005
1,78 0,12[ ]

-.069.066
-1,751,68[ ]

.145 .010
[3,683 0,25]
TYP (3 PLACES)

.063 .002
1,6 0,05[ ]

TYP (3)

.043 .002
1,09 0,05[ ]

.100 .002
2,54 0,05[ ]

.075 .002
1,91 0,05[ ]

.075 .002
1,91 0,05[ ]

.385  MAX
[9,78]   

.110 .015
2,79 0,38[ ]

.195 MAX

.020
[0,51]
TYP

.050
[1,27]

.150 .005
3,81 0,12[ ]

.020
[0,51]

.122 .005
3,1 0,12[ ]

A

    3mm BI-COLOR CBI 3 LEADED R/G

C-17974

9-12-12

OPERATING CHARACTERISTICS AT 25 C AMBIENT
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LED CHARACTERISTICS COLOR MIN. TYP. MAX. UNITS TEST CONDITIONS

LUMINOUS INTENSITY
RED 4 8

mcd IF  = 20 mA
GREEN 6 12

FORWARD VOLTAGE
RED 2.0

2.5 V IF  = 20 mA
GREEN 2.1

REVERSE CURRENT
RED

100 A VR = 4 V
GREEN

PEAK WAVELENGTH ( p)
RED 630

nm
GREEN 560

VIEWING ANGLE 2 1/2
RED 59

DEG IF  = 20 mA
GREEN 68

ABSOLUTE MAXIMUM RATINGS AT 25°C AMBIENT RED GREEN UNITS

POWER DISSIPATION 75 mW

FORWARD CURRENT 30 mA

PEAK FORWARD CURRENT 100 mA

LEAD SOLDERING TEMPERATURE FOR 5 SEC. 260 C

OPERATING TEMPERATURE -30 TO +85 C

STORAGE TEMPERATURE -30 TO +100 C

DIALIGHT
PART NUMBER

COLOR

551-3508-803F RED/GREEN

RED GREEN

1 2 3

RED
ANODE

COMMON
CATHODE

GREEN
ANODE

RECOMMENDED PC BOARD HOLE PATTERN

NOTES:
 
1. PRODUCT P/N WITH "F" SUFFIX ENDING IS RoHS COMPLIANT.
   DIALIGHT P/N 551-3508-803F LED LEADS ARE PLATED
   TIN (Sn), SILVER (Ag), COPPER (Cu).
 
2. LED LEAD DIMENSIONS SHOWN ARE MEASURED AT HOUSING EXIT.
 
3. LEADS TO FIT INTO HOLES SPACED AS PER PATTERN.
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